GlobalLink 520 software change log

Products:
GlobalLink 520

How to update?
This product will automatically update itself via its cellular connection to the Internet. It is possible to disable updates or to select an update feed (stable or beta) which determines to which versions the GlobalLink should update.

This can be configured as follows:
1. Using our VictronConnect app, via Bluetooth.
2. Via our VRM Portal.

The VictronConnect app is available for phones, tablets and Windows and macOS laptops. Documentation & download.

To find the autoupdate setting in the VRM portal, find the installation in your list of installations, go to Device List in the left menu, and click on the Gateway.

What firmware version do I currently have?
There are several ways to see the firmware version:
· Look with the VictronConnect app
· Look at the Gateway on the Device List page on the VRM Portal.

How to configure?
Use the VictronConnect app.


Change log:

v2.06 – 15 July 2022

Improvement:
· Added support for reading out RuuviTag sensors (mostly used as wireless temperature sensor).
· Added support for reading out supported Victron devices wirelessly (via BLE). This change increases the maximum number of connectable devices to 2 wired + 10 wirelessly. This 10 devices includes Ruuvitags. See manual for list of compatible devices.
· Add option to use a different simcard than the one originally installed. APN and SIM-PIN are configurable via VictronConnect.
· Added custom name support for VE.Direct ports and digital inputs.

Bug-fix:
· Increased time cellular keeps trying to connect before the device reboots. 

Changes:
· Renamed “release” update feed to “stable” and “release candidate” update feed to “beta”.
· Reduced default LED brightness.


v2.05 – 06 April 2021

Improvement:
· Added Bluetooth LE / VictronConnect support, enabled by default.
· Changing some specific settings now immediately transmits these changes to VRM.

v2.04 – 14 January 2021

Changes:
· Swapped digital input number 1 and 2 to match instance in VRM to number printed on enclosure.

v2.03 – 26 November 2020

Changes:
· Added additional VE.Direct and internal attributes to be sent every 15 minutes.

Bug-fix:
· Fixed missing data when using a bad VE.Direct connection.
· Fixed incompatibility issue with recent SmartShunt devices.
· Fixed gracefully handling connection timeouts instead of causing a full reset.
· Fixed watchdog timer resetting device while update is in progress.

v2.02 – 11 November 2020

Improvement:
· Shortened update interval of solar yield to once every 15 minutes.
· Increased number of automatic retries after failure to transmit.

v2.01 – 19 October 2020

Improvement:
· [bookmark: _Hlk8304797]Implemented multisampling for reading ADC values, improving precision of the input voltage value.


v2.00 – 12 October 2020
[bookmark: _Hlk8369220]First approved version for mass production.
