Skylla-i Control Panel Firmware

How to update?

There are two ways to install a new firmware version. It can be remotely via the internet, which requires a Venus-device, such as a Color Control GX or a Venus GX, and an internet connection. And it can be installed by connecting the device to a Windows laptop; using the Victron CANUSB interface.

For details, see here: https://www.victronenergy.com/live/ve.can:updating_firmware.
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What software version has my Skylla-i Control?
The Skylla-i Control GX shows the firmware version on power up.

Change log:

v2.01 – 6-1-2014
Change log:
· During manual configuration (with the pot. meters) of the Skylla-i charge voltages and current in mode 8 and 9, the numeric display on the control panel will blink and show the actual set-point.
· Changed 7 segment font used on the numeric display, it is now equal to the font used in the BMV-700.
· Improved stability of parallel charging algorithm when disconnecting and reconnecting chargers to the network.

v2.00 – 17-6-2013
All DSV stock was updated to this version on 19-6-2013

Change log:
· Added support for paralleling multiple Skylla-i’s (Skylla-i firmware v2.00 or higher). Still supports older Skylla-i firmware, without paralleling support, as well.

v1.10 – 9-1-2013
All DSV stock was updated to this version on 16-1-2013.

Change log:
· input current limit values are sent sooner after power up

​v1.05 ​– 30-7-2012
Change log:
· pairs with a Skylla-i on device instance, instead of can address;
· power consumption reduced (clock frequency reduced;
· the small push button on the rear is now used to reset the panel to factory defaults. Mainly used to reset the device instance to zero;
· Updated NMEA2000 class/function codes to latest specification (v2.00).


​v1.04 ​– 11-6-2012 (displayed by the control panel as version 56)
First version released

