Sun Inverter VE.Direct firmware change log

How to update?

Update using VictronConnect. 
This program is available for download on https://www.victronenergy.com/support-and-downloads/software. 

To connect a smartphone or tablet use the Bluetooth interface of the Sun Inverter.

To connect a PC not having Bluetooth a VE.Direct to USB interface (part number ASS030530010) is required.


What firmware version do I currently have?
There are several ways to see the firmware version:
· Check the number written on the part- and serial number label on the back
· Look with VictronConnect
· Look on the Color Control GX.
· Look at the System-overview page on the VRM Portal.

How to configure:

For each VE.Direct or Smart Phoenix Inverter model a different firmware file (*.dup) is required.
Select the right firmware file:
· SUN_inverter_A235_vx.xx.dup   for 12V 250VA 230VAC model
· SUN_inverter_A236_vx.xx.dup   for 24V 250VA 230VAC model


vx.xx represents the newest available version, e.g. v1.34
You can simply try, VictronConnect refuses to update firmware if it is not compatible with the HW.


Start VictronConnect.
https://www.victronenergy.com/media/pg/VictronConnect_Manual/en/index-en.html
See chapter 9.2. Updating to a self-supplied firmware file


Change log:



v1.37 – 3 April 2025
· Add missing message (in Victron Connect) for a high DC ripple voltage or a high DC terminal temperature alarm and warning.

v1.36 – 15 May 2024
· Add Lock feature. Allows installer to lock setting registers. 
· Required Victron Connect version v6.06 or higher.
· Requires BLE 2.50 or higher. 
· Manual lock feature is in VC online help

v1.35 – 26 September 2023
· Enlarged range for user setting ‘ECO mode search interval’
· Required Victron Connect version > v6.00

v1.34 – 29 August 2022 
· [bookmark: _Hlk96356803]Fix for yield from solar input not being stored in 30-day history

v1.32 – 11 May 2022 
· Initial release

