Changelog  VE.Bus Quick Configure (9010xxx)
V9010158– Released 25-3-2026
· Bug removed which could result in devices not being discovered
V9010157– Released 24-3-2026
· Minor changes, created with the latest libraries to stay up to date with VEConfig
V9010156– Released 8-9-2025
· Minor changes, created with the latest libraries to stay up to date with VEConfig
V9010155– Released 22-10-2024
· Supports the parallel compatibility ID mechanism which is added to newer firmwares.
V9010154– Released 01-08-2023
· Some minor under the hood changes.
V9010152– Released 26-08-2022
· Bug removed which could result in a runtime error.
V9010151– Released 25-08-2022
· Some under the hood changes
V9010150– Released 11-11-2021
· Updated the error info with E15.
V9010149– Released 29-10-2021
· Updated MK3 driver
V9010148– Released 02-07-2021
· Some minor under the hood changes
V9010147– Released 09-03-2021
· Some minor “under the hood” changes.
V9010146– Released 14-08-2020
· Added informative description for Error Code 20.
V9010145– Released 20-09-2019
· Checks whether connected devices all have the same firmware version. 
V9010144– Released 20-08-2019
· Changed some texts.
V9010143– Released 11-07-2019
· Under the hood update.
V9010142– Released 01-04-2019
· Under the hood update.
V9010140– Released 12-03-2018
· Under the hood update of communication modules.
· Added info for VEBus error code 11.
V9010139– Released 28-11-2017
· Under the hood changes and minor improvements.
V9010138– Released 19-06-2017
· Under the hood changes and minor improvements.
V9010137– Released 12-10-2016
· Supports MK3.
· Integration with VEConfigure3:  Grid passwords are remembered during complete session.
V9010136– Released 09-03-2016
· Some ‘under the hood’ changes (uses new MK2 driver library).
V9010135– Released 15-01-2016
· Only some ‘under the hood’ changes.
V9010134– Released 19-06-2015
· Only some ‘under the hood’ changes.
V9010133– Released 25-02-2015
· Error code description for VE.Bus error 19 added.
· Textual change (“VeConfigure2” -> “VEConfigure3”)
V9010132– Released 14-01-2015
Changes for the user:
· Auto detect MK2 improved
· Readability of status label improved.
v9010131 – released 23-12-2014
Changes for the user:
· Disconnection of the CCGX is not needed (when CCGX uses newest MK2 firmware, this CCGX software is under development)
· Multis are switched on after configuration
v9010130 – released 14-4-2014
Changes for the user:
· Minor cosmetic change during search for Multis.
v9010129 – released 27-2-2014
Changes for the user:
· Bug removed: In DEMO mode the program came up with the error that no MK2 was found before one could switch on a ‘DEMO multi’.
v9010128 – released 21-2-2014
Changes for the user:
· Checking for updates cannot be disabled anymore.
(The user can still select ‘No’  when prompted for an update)
· An update (re-)installs the complete package.
· Bug removed (user could right-click non configured Multis)

v9010127 – released 31-7-2013
Changes for the user:
· Bug removed: A VE.Bus BMS was detected as a remote panel with a wrong s/w version.
However, when the procedure is followed correctly, this bug would never occur since we prescribe that the VE.Bus BMS has to be removed from the VE.Bus when configuring the system.
v9010126/v9010125 – released 26-7-2013
Changes for the user:
· Systems, build with units containing firmware revision 205,  which did not contain assistants, could not be reconstructed. This is repaired.
v9010125 has been on the internet only a few minutes. The fix contained a bug.
v9010124 – released 19-7-2013
Changes for the user:
· When sending a VE.Bus setup, all assistants are cleared.
v9010123 – released 27-9-2012
Changes for the user:
· When starting VEConfigure to configure a certain device, VEBUS setting info is passed to VEConfigure so this info can be used by the assistants.
